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INSTRUCTION FOR INSTALLATION OF NEW TYPE LANDING GEAR
MODEL 8

Remove lower leg of landing gear.

Remove o0leo assembly.

Remove 1ift strut blocks at fuselage.

Remove left hand upper arm through hole in side of fuselage.

Remove bolt from right hand upper arm. Push upper arm and shackle
up through hole in floor., Remove cotter plin and drive pin from
shackle, Remove shackle and push landing gear arm through hole in
fuselage.

Remove Jack struts right and left hand.

Make cut-out where landing gear goes through fuselege larger,
Must have sufficient clearance when landing gear is in unloaded
position both right and left hand.

Make cut-out as needed for clearance where jack struts go through
fuselage.

Remove right hand kick panel,

Drill out upper inboard flush rivets in both forward and aft bulk-
heads where right hand landing gear ties in. Using 6 inch long
extension drill, drill through both forgings. Where rivets were
removed, graduate the size of drill up to twenty three sixty
fourths (23/64) then ream with a three-eights (3/€) reamer.

See print.

Using a half round or rat-tall file, part of theforging just
below where the 0ld shackle ties in must be filed out to zllow
new gear to go in., Put right hand gear in and put bolt through
3/8" hole that has just been drilled. Re-install right hand
1ift strut block.

No filing should be necessary on left hand forging. Instzall
left hand gear and use o0ld hole for bolt., Re-install left
hand 1ift strut block.

Install left hand jack strut.
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INSTALLATION OF NEW TYPE LANDING GEAR CONT'D

14. Install right hand jack strut using extra hole in the doubler
28103=1 just inboard of the old attaching hole. Drill through
the bulkhead with this hole as a pattern. Drill off reinforce-
ment plate 58013-5 and channel 28106 from right hand of seat
bettom. Position jaok strut and clamp to seat bottom and bolt
channel to jack strut. Back drill through channel and rivet
forward holes. Remove jack strut and finish riveting echammel and
reinforcement plate. (See Sketch)

16. Move brake pulley both right and left hand inboard one rivet on
bulkhead flange.

16. Set wheels when hooking jack struts to landing gear leg 14' 33"
from center line of #8 Bulkhead to attashing bolt.

17. Install oloo,whoell and fairings.

Approved: M. P. Mueller
Engineering Department

Approved: David 8., Brown
Service Department

‘Retyped: 8-17-61/s










